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AA21-403 Cabin PA System
SM34 Installation and Operation Manual Supplement

This supplement contains installation and operation information that is unique to the AA21-403 Remote
Mount Cabin PA system. Installation and operation information common to the AA21-400 base unit can
be found in the SM34 Installation and Operation Manual.
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Section 1.0 Description

The AA21-403 Cabin PA control system is designed to provide centralized control for an aircraft’s internal
and external PA systems. The design is contained in one panel mounted unit, with an illuminated
faceplate. All audio and keylines are interfaced to existing aircraft audio systems. Front panel switches
provide selection of the various operational modes of the AA21 and a potentiometer provides output
volume control.

1.1 Performance/Function

The AA21-403 is identical to the AA21-400 with the following exceptions:

a) The standard white backlighting is changed to NVIS Green B backlighting.

b) The power status is indicated by the position of the POWER switch in relation to the 'ON' text
legend, instead of by LED indication.

c) The three locking switches have a black anodized finish, instead of a plated finish.
d) The fluted rubber volume control knob (VOL) is replaced by a grey aerospace knob.
e) The green bat cover covering the Power Switch is replaced by a white bat cover.
f) Changes to the faceplate text can be found by comparing Figure 1 to Figure 2:

Figure 1: AA21-400 Faceplate.
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Figure 2: AA21-403 Faceplate.
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AA21-403 Cabin PA System
SM34 Installation and Operation Manual Supplement

Section 2.0 Installation

For installation information and drawings, see SM34 Section 2. Select the appropriate revision of the
drawing for the serial number of the unit. The drawings specific to this derivative are listed below and can
be found at the end of this supplement.

21 Installation Drawings

DOCUMENT REV. DESCRIPTION TYPE SERIAL NO.
AA21-403-403-0 1.02  Cabin PA System Interconnect 1204 and up
AA21-403-405-0 1.01 Cabin PA System Connector Map 1204 and up
AA21-403-905-0 1.10  Cabin PA System Faceplate 066274 and up
AA21-403-905-0 1.00  Cabin PA System Faceplate 1204 to 066273
AA21-403-922-0 1.30  Cabin PA System Mechanical Installation 066274 and up
AA21-403-922-0 1.10  Cabin PA System Mechanical Installation 060512 to 066273
AA21-403-922-0 1.00  Cabin PA System Mechanical Installation 1204 to 060412

Section 3.0 Operation

For operation information, see SM34 Section 3, with the following exception.

To activate the AA21-403 Cabin PA system, flip the POWER toggle switch up to the ON position. There
is no indicator LED adjacent to the switch.

End of Supplement
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REVISIONS
REV DESCRIPTION DATE BY
1.01 DOCCR02739 - ADDED NOTE 8. FEB 5/09 TAT
1.02 EC0O1054 - UPDATED TO AEM TITLEBLOCK. OCT 14/16 LAC
P101
AA21-403 J101 25 PIN FEMALE D—MIN
~ MATING CONNECTOR
+28 VDC POWER | 1 20 AWG. 3A~—< +28 VDC POWER
+28 WG POWER | 2 | —
20 AWG.
POWER GROUND | 14
POWER GROUND | 15 | |— L a/c crounD
+28 V LIGHTS | 3 +28 VDC LIGHTS
LIGHTS GROUND | 16 al
L A/C GROUND
SWITCHED POWER | 8 >~ TO EXTERNAL PA A
SPEAKER A | 7 A 20 AWG. ) 30 WATT
1 T SPEAKER
SPEAKER B| 5 o AW, 8 OHMS
SHIELD | 17 .
| Pa2s0/pa700 PA110 PA220
AMPLIFIER AMPLIFIER AMPLIFIER
A P1 [RECORDER _|[P101] CONN P101] CONN
SHIELD | 20
;I\ ~ LOW LEVEL
EXT PA HI| 6 & i B |IN LO 1 1P H 1 |LOW LEVEL HI
EXT PA LO | 19 c |com 14 [LOW LEVEL || 20 |Low LEVEL LO
- “ \_ I/P LO
_T_ A
+3dB | 22 S o
) N =
cD HI| 12 HI cD
A coLo| 24| — | Lo PLAYER
a N
RECEIVE HI| 11 RX
A RECEME LO| 23 | |—~ . Lo
PA KEY | 10 KEY
AUDIO
SIDETONE HI| 9 A A S/T SYSTEM
SIDETONE LO | 21 | — 2. Lo
a /a)
MIC HI | 13 MIC
Mc Lo| 25 | — AV— Lo
N/C| 4
SIREN KEY | 18 5 o
J —
NOTES: -
A EQUIVALENT SERIES/PARALLEL SPEAKERS MAY BE USED.
A ALL WIRES SHOULD BE 22 AWG UNLESS OTHERWISE SPECIFIED. ALL UNSHIELDED WIRE
SHALL BE SELECTED IN ACCORDANCE WITH AC43.13—1B CHANGE 1, PARAGRAPHS 11—76
THROUGH 11—78. WIRE TYPES SHOULD BE TO MIL—W—22759 AS SPECIFIED IN AC43.13—1B
CHANGE 1, PARAGRAPHS 11—85, 11-86 AND LISTED IN TABLE 11—11. ALL SHIELDED
WIRE/CABLE SHOULD BE IN ACCORDANCE WITH MIL—C—27500.
A GROUND TO REDUCE OUTPUT BY 3dB.
A MIC LO MUST BE GROUNDED AT AUDIO PANEL.
A +2BVDC @ 400mA MAX.
A JUMPER CONFIGURED. ONLY RECEIVE OR CD MAY BE USED AT ONE TIME.
A REFER TO AA21 INSTALLATION AND OPERATION MANUAL FOR CORRESPONDING AA21
JUMPER SETTING.
WHEN CONNECTED TO AN AUDIO SYSTEM WITHOUT A PA KEY OUTPUT, CONNECT PIN
10 TO GROUND. WHEN CONNECTED TO AN AUDIO SYSTEM WITH A PA KEY OUTPUT,
CONNECT AS SHOWN
DEFINITIONS:
N/C: NO CONNECTION. THE PIN IS NOT CONNECTED TO ANYTHING
INTERNALLY, AND THEREFORE SHALL HAVE NO CONNECTION EXTERNALLY.
NAME DATE UNLESS OTHERWISE SPECIFIED: ANODYNE KELOWNA BC CANADA
DIMENSIONS ARE IN INCHES [MM] m ELECTRONICS (250)-763-1088
DRAWN
TAT JUL 24/01 | 1orerances: MANUFACTURING CORP. WWW.AEM-CORP.COM
CHECKED 2% |0ct 21, 2016 | FRACTIONAL +0.0625"
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THE INFORMATION CONTAINED IN THIS N/A | NTERCO N N ECT
DRAWING IS THE SOLE PROPERTY OF
ANODYNE ELECTRONICS MANUFACTURING. | FIISH. PAPER SIZE;| CAGE CODE| PART No.: REVISION
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