
 

 

 
SPECIAL NOTICE 

 
 
This product is now licensed to Anodyne Electronics Manufacturing (AEM) from Northern 
Airborne Technology (NAT)/Cobham Aerospace Communications (CAC). AEM is responsible 
for all matters related to this product, including sales, support and repair services. 
 
Please note the transition to convert product manuals and supporting documentation is an 
ongoing process and is being addressed on an ‘as needed’ basis.  
 
All references to NAT product part numbers (and associated images) are equivalent to AEM 
product part numbers. 
 
 
 

Contact info: 
Anodyne Electronics Manufacturing Corp. 
#15-1925 Kirschner Road 
Kelowna B.C. Canada 
V1Y 4N7 
 
Email: support@aem-corp.com  
 
Toll Free: 1-888-763-1088 
Phone: 1-250-763-1088 
Fax: 1-250-763-1089 
www.aem-corp.com 
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This supplement contains installation and operation information that is unique to the AA21-406 Remote 
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be found in the SM34 Installation and Operation Manual. 
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Section 1.0 Description 

The AA21-406 provides control for an aircraft’s internal and external PA systems. Audio inputs include 
microphone, receive audio or CD input. Receive audio or PA mic input is selectable on the front panel. 
Adjustable sidetone is provided for the mic input. A PA output with adjustable level is available. Thermal 
and short circuit protection are provided for the internal speaker output electronics. Wail or yelp siren is 
selectable on the front panel and activated by enabling the siren keyline. 

1.1 Performance/Function 

The AA21-406 is identical to the AA21-400 with the following exceptions: 
 
a) The speaker output is replaced with a CABIN PA MIC output. 
 
b) An INT/EXT discrete function is added. 
 
c) The POWER switch is removed. The unit is hard-wired to be on. 
 
d) The faceplate backlighting is 5 Vdc. 
 
e) Changes to the faceplate text can be found by comparing Figure 1 to Figure 2. 
 
 

 
Figure 1: AA21-400 Faceplate. 

 

 
Figure 2: AA21-406 Faceplate. 
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Section 2.0 Installation 

For installation information and drawings, see SM34 Section 2. Select the appropriate revision of the 
drawing for the serial number of the unit. The drawings specific to this derivative are listed below and can 
be found at the end of this supplement. 

 

2.1 Installation Drawings 

DOCUMENT REV. DESCRIPTION TYPE SERIAL NO. 
AA21-406-403-0 1.01 PA Controller Interconnect 1498 and up 
AA21-406-405-0 1.01 PA Controller Connector Map 1498 and up 
AA21-406-905-0 1.20  PA Controller Faceplate Sht 1 of 3 066274 and up 
AA21-406-905-0 1.10  PA Controller Faceplate Sht 1 of 3 1538 to 066273 
AA21-406-905-0 1.00  PA Controller Faceplate Sht 1 of 2 1498 to 1537 
AA21-406-922-0 1.20  PA Controller Mechanical Installation 066274 and up 
AA21-406-922-0 1.10  PA Controller Mechanical Installation 060512 to 066273 
AA21-406-922-0 1.01  PA Controller Mechanical Installation 1498 to 060412  

Section 3.0 Operation 

For operation information, see SM34 Section 3, with the following exception. 
 
 

End of Supplement 
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