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Section 1.0 Description

1.1 Introduction

This manual contains information on the TS9x Lightweight Speaker arrays.  Information in this section
consists of purpose of equipment, features and specifications.

1.2 Purpose of Equipment

The TS9x speaker arrays are lightweight, high output power loudspeakers for use in air-to-ground, air-to-sea,
or ground-to-ground audible communication systems.  The TS92, TS93 and TS94 speaker array series are
used with the PA250 and PA700 series amplifiers. The TS95 speaker array series are used with the LSA800
series amplifiers.

Magnetically shielded versions exist for the TS94-06 and TS95-16 speaker array series, where the model
-06DS).  These models utilize steel covers and chassis, and therefore are not

considered lightweight speakers.

1.3 Features

This series of speakers is available in multiples of two bells, which allows the user to vary the range
and/or dispersal pattern depending on the mounting configurations.  TS92/TS95 used for large area

parts are field replaceable for ease of maintenance.

1.4 Specifications

1.4.1 Electrical Specifications

Loudhailer Total Bell
Configuration

Amplifier Input Power Output Level
@ 1m

TS92-02 2 PA250 28 Vdc 130dB
TS94-02 2 PA250 28 Vdc 128dB
TS92-04 4 PA250 28 Vdc 136dB

2 x TS92-02 4 PA250 28 Vdc 136dB
TS92-04 4 PA250 33 Vdc 137dB

2 x TS92-02 4 PA250 33 Vdc 137dB
TS93-04 4 PA250 28 Vdc 134dB
TS94-04 4 PA250 28 Vdc 134dB
TS93-04 4 PA250 33 Vdc 135dB
TS94-04 4 PA250 33 Vdc 135dB
TS95-16 6 LSA800 28 Vdc 142dB

2 x TS92-04 8 PA700 28 Vdc 140dB
2 x TS92-04 8 PA700 33 Vdc 141dB

At the time of publication, performance information was available only for the speakers listed above.  For
details of other units, please contact the Product Support department at AEM.
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1.4.2 Physical Specifications

See Mechanical Installation drawings (TS9x-xxxx\922-0) for speaker array physical specifications
(where x is the model reference of the specific unit under consideration, i.e. TS92-04XN\922-0)

1.5 System Configuration

The TS9x Speaker Array should be chosen to match the audio output power of the PA System amplifier.
As a general rule, the system should have one speaker driver (minimum) for each 100 watts of audio
power.

For example: a 400 watt system requires 4 speaker drivers = TS9x-04xx

Failure to follow this rule can result in the speakers being overdriven, leading to high levels of distortion
and premature failure of the speaker drivers. For further details, please contact the Product Support
department at AEM.

End of Section 1.0
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Section 2.0 Installation

2.1 Introduction

Information in this section consists of: unpacking and inspection procedures, installation procedures,
post-installation checks, and installation drawings.

2.2 Unpacking and Inspection

Unpack the equipment carefully.  Inspect the unit visually for damage due to shipping and report all such
claims immediately to the carrier involved.  Note that each unit should have the following:

- TS9x Lightweight Speaker Array
- Acceptance Test Report
- Release certification

Verify that all items are present before proceeding and report any shortage immediately to your supplier.

All Anodyne Electronics Manufacturing Corp. (AEM) products are warranted for 2 years. See the website
www.aem-corp.com/warranty for complete details.

2.3 Installation Procedures

2.3.1 Warnings

Stand clear, this equipment operates at an intense sound level.  Personnel must be kept away from the
direct loudspeaker beam.

2.3.2 Cautions

Do not operate the equipment in a hangar or in confined areas.

Do not operate the equipment with snow, water or other foreign matter in the loudspeaker horn.

Do not clean the loudspeaker with compressed air.

2.3.3 Cabling and Wiring

All unshielded wire should be MIL-W-22759 or equivalent.  For shielded wire applications, use Tefzel MIL-
M-27500 or MIL-M-81044 shielded wire with solder sleeves (for shield terminations) to make the most
compact and easily terminated interconnect.  Follow the wiring diagrams in Section 2.5 as required.
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2.3.4 Mechanical Installation

The installing agency is responsible for the design, engineering and installation of the mounting bracket
for the TS9x Speaker Array.  Careful consideration should be given to the operating environment and the
mechanical forces acting upon the TS9x unit(s).

2.3.5 Post-Installation Checks

Ensure all connectors are tight and the speaker array mechanical installation is sound.

When the PA system installation is complete, carry out a full performance test to ensure that all
components of the system (including the loudspeaker array) are functioning correctly.  For full post-
installation check information, refer to the relevant PA System and Power Amplifier service manuals.

2.4 Continued Airworthiness

maintenance of this product is not required.

2.5 Installation Drawings

DRAWING REV. DESCRIPTION TYPE
AA21\400\403-0 1.01 Cabin PA System Interconnect
AA22\492\403-0 1.10 PA/Siren System Interconnect
AA22\492\403-1 1.10 PA/Siren System Interconnect
AA22\492\403-2 1.10 PA/Siren System Interconnect
LSA800-001-403-1 1.00 PA/Siren 900 Watt System Interconnect Interconnect
PA250\407-0 1.00 PA250 Amplifier Cabling Diagram
PA700\001\407-0 1.00 700 Watt System Cable Diagram
PA700\001\407-1 1.00 1400 Watt System Cable Diagram
PA700\001\407-2 1.00 2100 Watt System Cable Diagram
TS92\02XM\922-0 1.11 Speaker Array 2 Bell Standard W/Clutch Mount Mechanical Installation
TS92\02XN\922-0 1.11 Speaker Array 2 Bell Standard Mechanical Installation
TS92\04XN\922-0 1.02 Speaker Array 4 Bell Standard Mechanical Installation
TS92\06XN\922-0 1.12 Speaker Array 6 Bell Standard Mechanical Installation
TS93\04XN\922-0 1.11 Speaker Array 4 Bell Cloverleaf Mechanical Installation
TS94\02XN\922-0 1.01 Speaker Array 2 Bell Mini Mechanical Installation
TS94\04XN\922-0 1.11 Speaker Array 4 Bell Mini Mechanical Installation
TS94-06xN-922-0 1.00 Speaker Array 6 Bell Mini Mechanical Installation
TS95-16DS-922-0 1.20 Speaker Array 6 Bell High Power Mechanical Installation

Section 2.0 ends following the above documents











SHEET

REV

A
SIZE

L9015

KELOWNA BC CANADA
(250)-763-1088

WWW.AEM-CORP.COM

LSA800-001 1.00
403-1

PA/SIREN 900 WATT SYSTEM

1:1 1 of 2

INTERCONNECT

Feb. 24th,  2015

Feb 24/15



SHEET:

UNLESS OTHERWISE SPECIFIED:

SCALE: DRAWING No.:

REVISIONPART No.:

B
PAPER SIZE:

TITLE:

NAME DATE

CHECKED

DRAWN

FINISH:

MATERIAL:

DIMENSIONS ARE IN INCHES [MM]

THE INFORMATION CONTAINED IN THIS
DRAWING IS THE SOLE PROPERTY OF

ANODYNE ELECTRONICS MANUFACTURING.
ANY REPRODUCTION IN PART OR AS A WHOLE

WITHOUT THE WRITTEN PERMISSION OF
ANODYNE ELECTRONICS MANUFACTURING IS

PROHIBITED.

CAGE CODE

CONFIDENTIAL AND PROPRIETARY

APPROVED

L9015

KELOWNA BC CANADA
(250)-763-1088

WWW.AEM-CORP.COM

DO NOT SCALE DRAWING

TOLERANCES:
FRACTIONAL_____________
ANGULAR_______________
TWO DECIMAL PLACE____
THREE DECIMAL PLACE___

±0.0625"
±0.5°
±0.010"
±0.005"

LSA800-001 1.00
403-11:1 2 of 2

LAC

PA/SIREN 900 WATT SYSTEM
INTERCONNECT

Feb. 24th,  2015

Feb 24/15

























3.2582.5EST.

C
O

N
FI

DE
N

TIA
L

A
N

D
PR

O
PR

IE
TA

RY

6
BE

LL
M

IN
IS

PE
A

KE
R

A
RR

A
Y

TS
94

-0
6x

N
-9

22
-0

9.75247.7MAX

9.60MAX 243.82.8071.1MAX

1.2030.5



L9
01

5
B

SP
EA

KE
R

A
RR

A
Y,

6
BE

LL

TS
95

-1
6D

S
1.

20

H
IG

H
PO

W
ER



TS9x Series Lightweight Speaker Array
SM51 Installation and Operation Manual

July 25, 2022 Rev: 5.30 Page 3-1
ENG-FORM: 806-0100.DOTX

CONFIDENTIAL AND PROPRIETARY TO ANODYNE ELECTRONICS MANUFACTURING CORP.

Section 3.0 Operation

3.1 Operation Specifics

The TS9x Lightweight Speaker Array has no normal user operational aspects.

End of Section 3.0




